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CHAPTER I 
INTRODUCTION 
 
1.1 Background 
 Over the years since  the discovery of ferroelectricity materials in 1921  and its 
subsequent extension into the realm of polycrystalline ceramics (barium titanate, 
BaTiO3) during the early to mid-1940s (Gene H. Haertling (1999)), barium titanate 
(BaTiO3) exhibits ferroelectric behavior with high dielectric constant, large 
pyroelectric coefficient and low cost of manufacturing. It is also an environmental 
friendly material to replace the disadvantages of lead-based materials with volatility 
and toxicity. 
The chemical composition of BaTiO3 is highly stable, making it easier to 
sintered with certainty of the chemical composition. However, the use of such 
materials often have to put up with certain additives, to change and improve the basic 
properties. The ferroelectric properties of barium titanate (BaTiO3) can be controlled 
by doping with different elements. Material of each type has a different properties. 
Interestingly, an increase of Fe substitution on the site Ti in BaTiO3 crystal material 
can change structure and exhibit relaxor ferroelectric behavior. The addition of Fe 
causes a phase change from tetragonal to hexagonal. In this study, we aim to examine 
the difference of local structure in BaTiO3 and Fe-BTO materials by using the X-ray 
Absorption Spectroscopy (XAS) technique to study their local structure. 
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1.2 Research objectives 
a) To synthesize BaTiO3 and Ba(Ti1−xFex)O3  powders and ceramics by the  
solid state reaction method. 
 b) To study the global structure and local structure of BaTiO3 and 
Ba(Ti1−xFex)O3 by XRD and XAS, respectively. 
c) To study structural phase transition and of BaTiO3 and Ba(Ti1−xFex)O3. 
  
1.3 Scope and limitation of the study 
This study is intended to synthesize BaTiO3 and Ba(Ti1−xFex)O3 materials by 
the solid state reaction method. The standard XRD will be used as an aid in 
determining the global structure of the prepared materias. The local structure of 
BaTiO3 and Ba(Ti1−xFex)O3 materials will be characterized by XAS. FEFF 8.2 code 
(Chandarak et al., 2012)  will be used to simulate XANES spectra of BaTiO3 and 
Ba(Ti1−xFex)O3 to compare with experiment. 
 
  
CHAPTER II 
LITERATURE REVIEWS 
 
2.1 Barium titanate  
Barium titanate is another type of ABO3 perovskite and dielectric material 
with the chemical formula BaTiO3. The structure of BaTiO3 is a tetragonal perovskite 
structure. When the temperature is higher than the Curie temperature, barium titanate 
is a cubic structure, consisting of octahedral TiO6 centres that define a cube with Ti 
vertices and Ti-O-Ti edges and Ba2+ is located at the center of the cube, as shown in 
Figure 2.1 
 
Figure 2.1 Crystal structure of cubic perovskite BaTiO3. 
Barium titanate can exhibit phase transition  with various temperatures (T), an 
shown in Figure 2.2. At T  ≤ -90°C, the structure of BaTiO3 is rhombohedral,   
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between -90°C to 5°C, the rhombohedral structure change to orthorhombic. Above 
5°C, the orthorhombic cell changes to tetragonal, at Curie temperature (TC) about 
120°C, the tetragonal changes structure to cubic cell and the cubic structure changes 
to hexagonal cell at temperatures above 1450°C (Maiti et al., 2008). 
 
Figure 2.2 The phase transition of BaTiO3. 
 
2.2 Fe-doped Barium titanate 
 Barium iron titanate is a lead-free ferroelectric with the chemical formula 
Ba(Ti,Fe)O3. BaFeO3 is known to exhibit paraelectric behavior because of its crystal 
symmetry with no spontaneous polarization (Figure 2.3). When Ti suitably substitutes 
for Fe, the ferroelectric behavior is observed. 
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Figure 2.3 Crystal structure of cubic perovskite BaFeO3. 
 
Barium iron titanate is known to exhibit relaxor behavior in bulk materials with 
increasing Fe content. Substitution of Fe3+ with Ti4+ exhibits several interesting 
features in the dielectric behavior of BaTiO3. It has been reported that with the 
incorporation of Fe in BaTiO3, the tetragonal to hexagonal phase transition 
temperatures corresponding to pure BaTiO3 increases (X.K.Wei et al., 2011). 
 
2.3 X-ray Diffraction (XRD) 
 X-ray powder diffraction (XRD) is a rapid analytical technique primarily used 
for phase identification of a crystalline material and can provide information on unit 
cell dimensions. The analyzed material is finely ground, homogenized, and average 
bulk composition is determined. However, X-ray diffraction cannot determine 
amorphous materials because fundamental treatment of X -ray diffraction by crystals 
is done by considering the interaction of an X -ray plane wave with the electrons of 
the crystal materials. While, the wave nature of X -ray incident on plan of crystal that 
occur reflection and the path difference of two plan equal amount of wavelength of 
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the X-ray beam, as shown in Figure 2.4. The diffracted beams from atoms in 
successive planes cancel unless they are in phase, and the condition for this is given 
by the Bragg relationship; 
2 sind n  ,                  (2.1) 
where  d  is the distance between adjacent planes of atoms,  
    is the angle of incidence of the x-ray beam,  
  n is the order of the diffracted beam, 
  and  represents the wavelength of the incident x-ray beam. 
d
Incident
X-rays
Reflected
X-rays
d sin 
2



(hkl) planes 
 
Figure 2.4 The X-ray diffraction beam path. (Jutimoosik, 2010). 
 
The Miller indices (h k l) can be calculated from Bragg’s law: 
          2 sinhkld n  .             (2.2) 
In the cubic systems, the plane spacing is connected to the lattice parameter and the 
Miller indices by the following relation: 
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2 2 2
hkl
a
d
h k l

 
.                  (2.3) 
Combining equation (2.2) and (2.3), we get 
2 2 2
2sin
hkl
n h k l
a


 
 .      (2.4) 
Considering the non cubic systems such as hexagonal system, the Miller indices can 
be calculated by using the lattice parameter from Bravais lattice: 
2 2 2
2 2 2
1 4
3
h hk k l
d a c
  
  
 
.        (2.5) 
 
Recall Bragg’s law: 
 2 sind   ,      (2.6) 
 2 2 24 sind   ,     (2.7) 
 
2
2 2
1 4sin
d


 .     (2.8) 
Combining equation (2.5) and (2.8), we obtain 
 
2 2 2 2
2 2 2 2
1 4 4sin
3
h hk k l
d a c


  
   
 
.   (2.9) 
We can rearrange equation (2.9) in term of 2sin   as, 
 
 
2 2
2 2 2
22
4
sin θ  = ( )+
4 3 /
l
h hk k
a c a
   
    
    
,  (2.10) 
where a and c/a are constants for a given diffraction pattern. 
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2.4 X-ray absorption spectroscope (XAS) 
 X-ray Absorption Spectroscopy is the powerful technique for identifying local 
structure site of element, formal oxidation state, coordination number and used to 
examine the electronic structure of materials. The XAS experiment is normally 
carried out at the synchrotron radiation facility, which can be modified and selected 
the energy of X -ray photon (Koningsberger and Prins, 1988). 
 The X-ray absorption coefficient is determined from the decay in the X-ray 
intensity I with the length of a sample x by the relationship, 
0
xI I e  ,               (2.11) 
where 0I is the intensity of the incoming x-ray beam,  
  I  is the intensity of the beam after pass though the sample,  
  x is the thickness of the sample,  
 and    is the definition of absorption coefficient, as shown in Figure 2.5. 
 x 
I0 I = I0e
-x
 
 
Figure 2.5 Schematic view of X-ray absorption measurement in transmission mode 
       (Jutimoosik, 2010). 
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 In the X-ray absorption process, a photon is absorbed by the atom, giving rise to 
the transition of the electrons from the inner shells: K, L or M shell to empty state 
above the Fermi level. The core hole, empty state, will be created in the inner shell, 
and the energy level of the shell is used to identify the type of absorption edge as 
shown in Figure 2.6. For example, K-edge refers to transition that excited electron 
from 1s shell to unoccupied states. The x-ray photon energy has to greater than the 
difference of energy between unoccupied states and K shell state. The energy of the 
absorption edges are specific characteristic to elements, making X-ray absorption an 
element-selective technique. 
 
Figure 2.6 Diagram of the electron transition in inner shell (Thompson et al., 2001). 
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Figure 2.7 Nomalized Absorption XAS data. 
 
There are three main regions found on a spectrum generated by XAS data (1) 
Pre-Edge (2) X-ray Absorption Near Edge Structure (XANES), which ends about 80-
100 eV above the edge and (3) Extended X-ray Absorption Fine Structure (EXAFS), 
which starts about 50 eV above the edge and extends at up to 1000 eV, as shown in 
Figure 2.7. 
 2.4.1 X-ray absorption near edge structure (XANES) 
X-ray absorption near edge structure, or XANES, contains the information 
about the chemical state of the element, including the oxidation state, and the local 
geometry of the absorbing atom.  
 This region of the absorption spectrum is dominated by multiple scattering of 
low energy of photoelectron. In addition, there are normally strong features due to 
transitions to empty bonding and anti-bonding orbitals in molecular systems, or to 
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atomic-like or unoccupied density of state in solid state systems. The combination of 
these influence mean that XANES is sensitive to the local electronic structure of the 
absorbing species and the coordination geometry. XANES has most often been used 
in a fingerprint fashion, with spectra compared to standards to determine the quantity 
of interest such as the oxidation state of the absorbing element.  
 The absorption coefficient in equation (2.11) is proportional to the transition 
rate as given by Fermi’s Golden Rule; described by 
  
2
ˆ( ) i f
f
E f r i E E       ,                           (2.12) 
where i  is the initial core ket state vector, f  is the final bra state vector of the 
excited electron, E  is the energy of absorbed x-ray photon, iE is the energy of initial 
state, 
fE is the energy of final state,   is the energy of x-ray photon energy, ˆ  is 
the x-ray polarization vector and ( )E is absorption coefficient with ignoring of core 
hole life time and experimental resolution (Ankudinov et al., 1998). By considering 
Eq. further with the additional effects of core-hole life time and experimental 
resolution, the XANES spectra can be calculated as described later in section 3.3.2. 
 2.4.2 Extended x-ray absorption fine structure (EXAFS) 
 The extended X-ray absorption fine structure is the oscillating part of the X-ray 
absorption spectrum that extends to about 1,000 eV above the absorption edge. 
Analyses of the EXAFS spectrum provide information about the number, species and 
inter-atomic distances of the neighbors from the absorption atom. EXAFS is a result 
of the adjustment of the photoelectron final state due to scattering by the surrounding 
atoms. The final state photoelectron is changed to first order by a single scattering 
from each surrounding atom. According to quantum theory this photoelectron can be 
12 
 
visualized as a wave emitted from the absorber with wavelength λ is given by the de 
Broglie relation. In EXAFS region, the momentum of the photoelectron p can be 
defined by the free electron relation 
2
0
2
p
h E
m
  ,               (2.13) 
 
where h is the energy of frequency  photon, E0 is the bonding energy of the 
photoelectron and m is mass of the excited electron. 
 
 
Figure 2.8 The EXAFS mechanism of photo electron scattering. 
 
The oscillatory part of the X-ray absorption above a given absorption edge, EXAFS 
function can be defined by 
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 
   E E
E
 


  

,        (2.14) 
where (E) is the X-ray absorption coefficient, 0(E) is smooth atomic background 
absorption coefficient. 
 Furthermore, in the EXAFS analysis  E  could be transformed from E space 
to k space by the relations 2
02 ( ) /k m E E  . Then the function can be converted 
from  E  to  k  for general purpose. In theoretical procedure, the  k  can be 
described by (Wilson et al., 2000) 
       
2 2
2
2 2
2
, sin 2 j j
k R kj
j j j
j j
S N
k f k kR k e e
k R
 
  
 
    , (2.15) 
where 
jN  is  the number of neighbor in j
th shell of surrounding atoms, k  is 
photoelectron wave vector, 
jf  is the scattering amplitude,  kS
2
  is the amplitude 
reduction term due to many-body effect, jR is radial distance from absorbing atom to 
j  shell, ( )k  is electron mean free path, j  is the Debye-Waller factor and ( )k  
accounts for the total phase shift of the curve wave scattering amplitude along the 
scattering trajectory. 
 The distance between core atom and backscattering atoms or the path-length 
change the phase contrasting with the wavelength of photoelectron. Furthermore, 
different types of surrounding atoms vary the backscattering intensity as a function of 
photoelectron energy. It is accepted that, by the careful analysis of the EXAFS 
structure, one can receive significance structural parameters surrounding the center 
atom. 
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2.5 XRD and XAS studies in BTO and Fe-BTO  
 The effect of annealing temperature on magnetic properties of 2% and 10% 
Fe-doped BaTiO3 was investigated (Mikulska et al., 2014). To understand the possible 
structural differences between samples treated at different annealing temperatures, 
and to correlate them with the magnetic properties, several characterization 
techniques, such as X-ray diffraction and X-ray absorption spectroscopic methods 
(XANES and EXAFS) were employed. It was found that the 2% Fe-doped BaTiO3 
pseudocubic perovskite is paramagnetic, regardless of the heat-treatment conditions. 
Initially paramagnetic 10% Fe-doped 6H–BaTiO3, treated at 1250°C, became 
ferromagnetic after additional annealing at higher temperature. The cation ordering 
processes in the 6H–BaTiO3 that occurred during the high-temperature annealing. The 
ferromagnetism that was induced in this stage was most probably associated with the 
observed diffusion processes but it extrinsic character still cannot be fully 
disregarded. 
 The crystal structures were analyzed by XRD. 2% Fe-doped BaTiO3 sample 
treated at 1200°C has tetragonal crystal structure (space group P4mm) with possible 
traces of hexagonal phase (space group P63/mmc). The XRD pattern of 2% Fe-doped 
BaTiO3 additionally annealed at 1400°C for 5 h indicates the presence of mixture of 
hexagonal and tetragonal phases. In addition to prevailing 6H phase, the sample with 
10% of Fe treated at 1250°C contains minor amount of the tetragonal perovskite 
phase. The sample additionally annealed at 1500°C shows a single-phase composition 
with only hexagonal phase.  
15 
 
 
Figure 2.9 (a) X-ray diffraction patterns of BaTi1-xFexO3 powder samples treated at 
different annealing temperatures. The peaks of tetragonal (top) and 
hexagonal (bottom) BaTiO3 are labeled with Miller indices (hkl). (b) 
Magnification of diffraction peaks in the 2h interval 30°–34°, which 
shows the effect of annealing temperature on the phase evolution of Fe 
doped BaTiO3 (Mikulska et al., 2014). 
 
 The detailed analysis of Fe valence state and local structure around Fe cations 
in the crystal structure was performed by Fe K-edge XANES and EXAFS. To verify 
the possible changes in the valance state of the Fe cations in the 10% Fe-doped 6H–
BaTiO3 samples, Fe K-edge XANES spectra were analyzed. A decrease in the 
oxidation state of the absorbing atom shifts the energy position of the absorption edge 
to the lower energies. A shift of about 4.5 eV is observed between Fe3+ and Fe2+ in 
reference compounds with well-established Fe valance states (Fe3+ in Fe2O3 and 
NdFeO3, and Fe
2+ in FeSO4).  
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Figure 2.10 Normalized Fe K-edge XANES spectra measured on the 10% Fe-doped 
6H–BaTiO3 samples after the different heat treatments and reference 
compounds [Fe(III)2O3, NdFe(III)O3, and Fe(II)SO4] with known Fe 
valance state. Two vertical lines are plotted at the position of the Fe(II) 
K-edge (7121 eV) and Fe(III) Kedge (7125.7 eV) for comparison of the 
Fe K-edge positions (Mikulska et al., 2014). 
 
 A comparison of Ti K-edge XANES spectra of the different Fe-doped 6H–
BaTiO3 samples shows that the spectra are identical. The Ti K-edge spectrum of the 
reference undoped tetragonal perovskite BaTiO3, which is a well established reference 
for Ti4+ valence state, slightly differs in the shape of the edge and preedge features, 
compared with spectra of the two samples, due to the difference in the crystal 
structures. However, the energy position of the Ti K-edge in the samples coincides 
17 
 
well with that in undoped perovskite BaTiO3, so it can be concluded that all titanium 
in the 6H–BaTiO3 samples is in tetravalent state. 
 
Figure 2.11 Normalized Ti K-edge XANES spectra measured on 10% Fe-doped 6H– 
BaTiO3 powder samples, treated at different annealing temperatures 
(1250°C and 1500°C), and undoped BaTiO3 with tetragonal (space group 
P4mm) crystal structure as a standard for Ti4+. (Mikulska et al., 2014). 
 
  
CHAPTER III 
MATERIALS AND METHODS 
 
3.1 Solid state reaction synthesis 
 3.1.1 BaTiO3 and Ba(Ti,Fe)O3 
 In these two systems, the solid state reaction method was used to synthesize 
the materials via chemical reactions, shown as 
            BaCO3 + (1-x)TiO2 + xFe2O3 → Ba(Ti1-xFex)O3 + CO2                                 (3.1) 
The mixing between starting oxide materials  by the zirconium ball milling in ethanol 
solution. After that, the mixed powders were dried by hot plate at temperature about 
100°C. Finally, the yield of powders was calcined in furnace at high temperature 
suitable for each material.  
 Ba(Ti,Fe)O3 powders were prepared via methods of the solid state reaction. 
The starting materials BaCO3 (99.98%) TiO2 (99.98%), and Fe2O3 (99.98%) were 
weighed according to the stoichiometric composition BaTiO3. For Ba(Ti1−xFex)O3 
with  x = 0,0.01 the raw materials were weighed and ball milled in ethanol for 24 h. 
After drying, the powders were calcined at 1250°C for 2 h. The procedures are shown 
in Figure 3.1. 
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Figure 3.1 Flow chart of the synthesis of Ba(Ti1−xFex)O3 powders. 
 
 After that, the Ba(Ti,Fe)O3 powders were mixed with polyvinyl alcohol and 
made to bulk ceramics by pressed in disks holder about 1.5 mPa, diameter about 10 
mm and thickness about 1 mm. The pellets were burned the polyvinyl alcohol at 
500°C for 2 h and sintered at 1400–1500°C for 2 h. The synthesis flowchart is shown 
as Figure 3.2.  
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Figure 3.2 Flow chart of the synthesis of Ba(Ti1−xFex)O3 ceramics. 
 
3.2 X-ray diffraction setup 
 The Bragg condition can be proper for each planes of crystal. The half 
wavelength of the x-ray is smaller than spacing (if λ/2 < d, then sinθ > 1, which is 
impossible). This condition is a limit on how many orders of diffracted waves can be 
obtained from assumed crystal using an x-ray beam of a given wavelength. The 
crystal patterns, indicated in three dimensions and denoted (h k l) are required to 
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describe the order of the diffracted waves or called “the Miller indices”, which are 
used in crystallography, denote the orientation of the reflecting sheets with respect to 
the unit cell and the path difference in units of wavelength between identical 
reflecting sheets. 
 The X-ray diffraction technique is normally carried out by an X-ray 
diffractometer. The essential components of X-ray diffractometer (Fultz and Howe, 
2008) are: 
1) A source of X-ray, usually a sealed X-ray tube 
2) A goniometer, which provides precise mechanical motions of the 
tube,specimen and detector 
3) An X-ray detector 
4) Electronics for counting detector pulses in synchronization with the 
positions of the goniometer 
There are four practical approaches for observing diffractions and making 
diffraction measurements: Debye-Scherrer Method, Laue Method, Rotating Crystal 
Method and θ-2θ diffractometer Method. All are designed to ensure that Bragg’s law 
is satisfied. The schematic diagram of θ-2θ X-ray diffractometer used in this work 
(BRUKER X-ray diffractometer model D5005 equipped with Cu Kα sealed tube, 
wave length 1.54 Å) is shown in Figures 3.3 and 3.4. The θ-2θ Diffractometer is used 
for diffraction measurements of unfixed horizontal sample. For this purpose, sample 
will be rotated to θ and X-ray detector moved to 2θ. The diffraction angle followed on 
Bragg’s Equation (2.1). The one-side weight of the tube stand is compensated by a 
counter weight. Both tube stand and counter weigh are fixed to the outer ring. 
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Figure 3.3  Schematic illustration of θ-2θ X-ray diffraction experiment 
(Jutimoosik, 2010). 
 
 
Figure 3.4 Schematic representation of X-ray diffractometer D5005 (Jutimoosik, 
2010). 
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3.3 X-ray absorption spectroscopy setup 
3.3.1  X-ray Absorption spectroscopy experimental setup Jeon et al., 
(2010) 
 The X-ray absorption spectroscopy experiment is commonly accomplishd at a 
synchrotron radiation source, due to high intensity and energy alterable competency 
of generated X-ray photon, and the competency to obtain the continuous absorption 
spectrum over extensive energy range. In general, there are three types of X-ray 
absorption measurements: transmission-mode XAS, fluorescence-mode XAS and 
electron-yield XAS as schematic illustration shown in Figure 3.5. 
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Figure 3.5 The three modes of XAS measurement (a) transmission mode, (b) 
fluorescence mode and (c) electron yield, adapted from (Kawai, 2000). 
 
 In transmission mode XAS, after the energy of X-ray photons being changed by 
X-ray double crystals monochromator, the intensities of incident X-ray photon beam 
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(I0) and the transmitted X-ray photon beam (I) are measured by ionization chambers 
as shown in Figure 3.6. In this mode, we make sure the X-ray photon beam is well-
aligned on the sample. The X-ray absorption can be extracted based on equation 
(2.24). The experimental set up of XAS experimental station at XAS beam line, Siam 
Photon Laboratory, SLRI is shown in Figure 3.7. 
 
Double  cystal 
monochromator
X - ray Ionization 
chamber
Sample 
chamber
 
 
 
 
Ionization 
chamber
 
Figure 3.6 Schematic illustration of the experimental setup of transmission-mode  
 X- ray absorption spectroscopy. 
 
 
Figure 3.7  XAS experimental set up at the Siam Photon Laboratory, Synchrotron 
Light Research Institute with BL 5. 
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 Other than the transmission mode, the fluorescence mode and the electron yield 
are also competent for the measurement of the absorption coefficient. In the X-ray 
absorption phenomena, where X-ray photon knock out an electron from the inner 
shell an electron from higher energy level will cascade down to fill in the hole and 
discharging radiation of energy, the discharged energy X-ray photon will be released 
as demonstrated in Figure 3.5(a) and the fluorescence X-ray can be detected. In 
addition, de-excitation can cause the Auger effect, where the electron reduce to lower 
energy state, a second electron can be excited to the continuum state and perhaps go 
out from the sample as shown in Figure 3.5(b), and then we can be detected it by 
using the electron-yield XAS detectors.  
 For fluorescence mode, we measure the intensities of incident X-ray photon 
beam and the fluorescence X-ray that are emitted following the X-ray absorption. 
Usually the fluorescence detector is placed at 90o to the incident X-ray photon beam 
in the horizontal plane, with the sample at an angle (usually 45o) with respect to the 
beam. Fluctuations in the number of elastically scattered X-ray are a significant 
source of noise in fluorescence XAS, so the position of the detector is selected to 
minimize the elastically scattered radiation by exploiting the polarization of the X-ray 
beam. In case of electron yield, we measure the electrons that are emitted from the 
surface of the sample. The relative short path length ( 1000 Å) makes the technique 
surface-sensitive, which can be beneficial if one is interested in near-surface 
phenomena. It also can be beneficial for avoiding “self absorption” effect that occurs 
in fluorescence mode. However, both modes are instantly equivalent to the absorption 
ability of the sample. Hence, the three techniques are alterable for the study of the 
structure of material using the absorption ability of the sample. 
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Figure 3.8  The excited state (a) X-ray fluorescence and (b) the Auger effect, 
adapted from (Koningsberger and Prins, 1988). 
 
3.3.2  X-ray absorption spectrum calculation 
 In thesis, the principle theoretical calculations are performed based on FEFF 
8.2 code. This code is developed to primarily calculate X-ray absorption for the FEFF 
(feff) project developed by the Department of Physics, University of Washington, 
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Seattle. USA. Apart from XAS spectra calculation, FEFF code can also calculate X-
ray natural circular dichroism (XNCD), spin-dependent calculations of X-ray 
magnetic dichroism (XMCD), nonresonent X-ray emission (XES) and electronic 
structure including local densities of states (LDOS). FEFF code is written in ANSI 
FORTRAN 77 with principle investigator John J. Rehr and co-principle investigator 
Alexei L. Ankudinov. 
 FEFF is ab initio self-consistent real space multiple-scattering (RSMS) code for 
simultaneous calculations of X-ray absorption spectra and electronic structure. The 
input file “feff.inp” can be created directly form ATOMS code via “atoms.inp” as 
shown in Figure 3.9. 
 
Figure 3.9  Detail of an atoms.inp input file to generate feff.inp for FEFF 
calculation. 
 
29 
 
 
Figure 3.10  Detail of a “feff.inp” input file of MgO with Mg as center atom for FEFF 
calculation. 
 
 The suitable commands, parameter and atomic positions for FEFF-XAS 
spectrum calculations can be edited within the input file named “feff.inp”, which is 
shown in Figure 3.10. This file controlled with some details, for instance the generator 
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of input file and the number of atom which is contain in the cluster. The followed 
details describe about various card use to assign the steps of calculation. The type of 
atomic potentials and defined atomic symbols are presented in the next part, and 
eventually with the locations of the created atoms in the system where the location of 
center atom is placed at (0, 0, 0) in (x, y, z) coordination. 
 
3.4 Experimental Details 
The global structure of Ba(TixTi1-x)O3 was exmined by X-ray diffraction 
(XRD) patterns which were scanned in 2θ range of 20º-60º with 0.02º step and CuKα 
radiation was used. In addition, the local structure was exmined by X-ray Absorption 
Spectroscopy (XAS) measurements which were conducted at room temperature at 
BL-5.2 of the Siam Photon Laboratory, Synchrotron Light Research Institute (SLRI), 
Thailand (electron energy of 1.2 GeV, beam current 120-80 mA). The synchrotron X-
ray beam with energy step of 0.20 eV provides to excite the electrons in the Ti K-edge 
were measured by X-ray Absorption Near-Edge Structure (XANES) spectra for all 
compositions. The data were processed using the ATHENA program. The simulation 
was carried out using the FEFF8.2 program and qualitatively compared with XANES 
patterns obtained from the experiment. In addition, Extended X-ray Absorption Fine 
Structure (EXAFS) spectra were obtained for some compositions and processed using 
the ARTEMIS program (Chandarak et al., 2012). 
 
 
 
CHAPTER IV 
RESULTS AND DISCUSSION 
 
 This chapter describes the experimental results on XRD and XAS 
measurements. The relationships between the two technique are discussed. 
 
4.1 X-ray diffraction (XRD) 
The XRD patterns of BaTiO3 and Ba(FexTi1-x)O3 are shown in Figure 4.1 and 
Figure 4.2, respectively. It is seen that the global crystal structure, as determined by 
XRD, changes from tetragonal to hexagonal perovskite phases with increasing 
sintering temperature. The sample with BaTiO3 shows the tetragonal perovskite 
phase, while the samples with Fe-BTO exhibit the XRD peaks with showing the 
mixing tetragonal and hexagonal phases. The standard tetragonal perovskite BaTiO3 
phase and hexagonal perovskite BaTiO3 are also shown  (matched with JCPDS file  
No.89-1428 and 82-1175, respectively 
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Figure 4.1  X-ray diffraction patterns of BaTiO3. 
 
 
Figure 4.2  X-ray diffraction patterns of Ba(FexTi1-x)O3. 
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 From the XRD results, the lattice parameters and the ratio of the combination 
phase could be obtained. By using the Rietveld refinement (Coelho Software 
Brisbane, Australia) analysis, the results are listed in Tables 4.1 and 4.2. Analysis of 
BaTiO3 shows that the lattice parameters are similar, regardless of the sintering 
temperature and all samples show a tetragonal structure. The Fe-BTO samples show 
the mixing of tetragonal and hexagonal phases. Ratio of the hexagonal phase increases 
with the sintering temperature, and the lattice parameters increase with the sintering 
temperature, as well. This result corresponds to the previous studie (Mikulska et al., 
2014).  
Table 4.1 The lattice parameters and the ratio of BaTiO3. 
Sample 
Tetragonal Hexagonal 
a c % a c % 
BT_powder 
BT_1400 
BT_1450 
BT_1500 
3.9981 4.0359 100 - - - 
3.9979 4.0388 100 - - - 
3.9979 4.039 100 - - - 
3.997 4.0221 100 - - - 
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Table 4.2 The lattice parameters and the ratio of BaFe0.01Ti0.99O3. 
Sample 
Tetragonal Hexagonal 
a c % a c % 
BFT_powder 4.0044 4.0266 99.26 5.6565 13.888 0.74 
BFT_1400 4.0008 4.035 95.982 5.7168 13.8883 4.018 
BFT_1450 4.0409 4.0434 71.247 5.729 13.9834 28.726 
BFT_1500 4.0474 4.0482 61.75 5.7322 13.9927 38.24 
 
4.2  XANES results 
 4.2.1  Identification of Fe site in BaTiO3 
Generally, XANES measures the excitation of electrons K-levels to 
unoccupied bound states and is thus used to obtain information about the local 
arrangement of atoms around the absorbing atoms and the density of states of 
unoccupied states. 
 XANES spectra of Fe K-edge in Fe on Ti site in BaTiO3 (Ba(Ti,Fe)O3), Fe on 
Ba site in BaTiO3 ((Ba,Fe)TiO3) were obtained using the FEFF8.2 codes, following 
models in Figure 4.3. The FEFF codes is using a full multiple scattering approach 
based on ab initio overlapping muffin-tin potentials. The results show that the 
measured XANES is clearly consistent with the calculation of Fe on Ti site, and 
inconsistent with Fe at other lattice locations, as shown in Figure 4.4.  
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Figure 4.3 Model crystals structure of BaTiO3. b–c Schematic illustrations of Fe 
on Ti site, Fe on Ba site, respectively. 
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Figure 4.4  Fe K-edge XANES spectra of BaTi0.99Fe0.01O3 and calculation of Fe 
site for Fe on Ti site (FeTi-pink line), Fe on Ba site (FeBa-gold line). 
 
 The measured XANES spectra for all samples were compared to those of 
standards: Fe foil, FeO and Fe2O3, as shown in Figure 4.5. It was found that the 
absorption edges of Fe K-edge XANES spectrum for Fe2O3 are corresponding to those 
of Fe-doped BT samples. This agreement assures that doped Fe atoms in samples are 
3+ as same as Fe in Fe2O3. 
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Figure 4.5 Normalized Fe K-edge XANES spectra measured on the Fe-BTO 
samples and reference compounds (Fe2O3, FeO, and Fe foil) with 
known Fe valance state. 
 
4.2.2 XANES studies of Ti K pre-edge 
Generally, XANES measures the excitation of core electrons to unoccupied 
bound states and is thus used to obtain information about the local arrangement of 
atoms around the absorbing atoms and the density of states of unoccupied states5. 
According to the molecular orbital theory and valence band theory, 3d levels of the 
octrahedral complex split into t2g and eg level. The integrated intensity of pre-edge is 
associated with probability of electrons 1s to t2g and eg level. However, transition of 
electrons from 1s to 3d levels are forbidden but, if Ti atoms is off center, it will be 
effect to 3d levels spiting lager until eg levels overlap 4s levels and electrons 1s can 
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be occupied on eg levels more. Therefore, the integrated intensity of Ti K pre-edge, 
which is associated with both the quadrupole and the dipole 1s → 3d transition of Ti, 
reflects the 3d-4p hybridization for Ti and IA is directly proportional to the 
displacements of Ti off-center of oxygen octahedra and is indirectly proportional to 
the lattice constants (Vedrinskii et al., 1998; Levin et al., 2011). The integrated 
intensity of peak B is associated with both the quadrupole and the dipole 1s → 3d 
transition in molecular orbital related the local Fe/Ti ratio around the absorbing Ti. 
The normalized Ti K pre-edge XANES spectra of BaFe0.01Ti0.99O3 are shown 
in Figure 4.6. According to Equation (3.3), we adopted this value as a reference for 
calculating local Ti off-centering from the pre-edge peak intensities in the solid 
solution samples. 
 
Figure 4.6  Normalized X-ray absorption Ti K pre-edge spectra of Fe-BTO. 
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4.2.3 XANES studies of phase transition. 
 The normalized Ti K-edge XANES spectra of Fe-BTO are shown in Figure 
4.7. While XANES spectra only show little difference in features for compositions 
with Fe-BTO, the spectra exhibit a clear change in features with the shift in the peak 
C to the left-hand side; an indication of the change in local structure around Ti 
absorbing atom. This means that Ti atoms should locally move toward central of 
oxygen octahedra. However, this shift in the location of Ti cannot be observed by 
XRD. The XANES spectrum can be simulated using the unoccupied electronic states 
of the system, as described below.  
The X-ray absorbance µ(E) is given by Fermi’s golden rule. Simulated 
XANES spectra of Ti K-edge in Fe-deficient Ba(Ti,Fe)O3 and Fe-enriched 
Ba(Ti,Fe)O3 were obtained using the FEFF8.2 code. The FEFF code employs a full 
multiple scattering approach based on ab initio overlapping muffin-tin potentials. The 
muffin-tin potentials used in FEFF codes are self-consistent calculations with Hedin-
Lundqvist exchange-correlation function (Hedin and Lundqvist, 1970; Rehr and 
Albers, 2000). It should be noted here first that, to simulate the XANES spectra of Ti, 
the structural model with Ti-off center in tetragonal perovskite structure (α=β=γ=90) 
and hexagonal structural model (α=β=90,γ=120). The simulation of the XANES 
spectra of the BFT phase was subsequently carried out to investigate the feature 
around Ti absorbing atoms in BFT solid solution with the simulated and experimental 
results compared in Figure 4.8. However, the simulated spectral features from the 
tetragonal structure Ba(Ti,Fe)O3 is in good agreement with the experimental XANES 
spectra. This agreement between the experimental and simulated spectra indicates that 
for Ba(Ti,Fe)O3 compositions with low Fe content the local structure  shows a 
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mixture of tetragonal and hexagonal structure, even though the XRD results exhibit 
the (global) tetragonal perovskite structure. The structure is close to the tetragonal 
perovskite, as observed in both XAS and XRD measurements. 
 
Figure 4.7  Normalized X-ray absorption Ti K-edge spectra of Ba(FexTi1-x)O3. 
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Figure 4.8  Comparison of Normalized X-ray absorption Ti K-edge spectra of 
Ba(FexTi1-x)O3 with simulated features of Ti K-edge XANES spectra 
of Ba(Fe,Ti)O3 tetragonal (pinkline) and hexagonal (gold line). 
 
4.3 EXAFS results 
 To process and enhance the EXAFS with the high k region, the plot k2X(k) 
isconsidered and windowed using a Hanning window W(k). The EXAFS spectra were 
processed and information on local structure of Fe atom  is obtained via fitting with 
perovskite models of Ba(Ti,Fe)O3 in ARTEMIS program.  
 In this work, the Fe K-edge EXAFS spectra did not show clearly the phase 
transition. Therefore, the Fe K-edge EXAFS spectra can be changed to the normalized 
experimental EXAFS signal (χ) in function k, an shown in Figure 4.10. For 
BFT_1400- BFT_1500 samples, the phase transition of tetragonal and hexagonal is 
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likely seen from the XANES spectra. A comparison between the simulated EXAFS 
model and experimental EXAFS is shown in Figure 4.11. It should be mentioned that 
the combination of both tetragonal and hexagonal structures results in a better fitting 
with the experimental results in Figure 4.10. 
 
Figure 4.9  The Normalized Fe K-edge EXAFS spectra of Ba(Ti,Fe)O3. 
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Figure 4.10  The EXAFS Fourier transform in k-space of Ba(Ti,Fe)O3. 
 
Figure 4.11  The simulation EXAFS models in k-space of Ba(Ti,Fe)O3. 
 
 
 
CHAPTER V 
CONCLUSIONS 
 
In this work, the global and local structural information of Fe- doped BaTiO3 
materials was examined by X-ray Diffraction (XRD) and Synchrotron X-ray 
Absorption Spectroscopy (XAS) techniques, respectively. XAS technique was 
employed to investigate the local structure of the BaTiO3-based materials. The 
synchrotron XANES and EXAFS measurements were performed at the X-ray 
absorption spectroscopy beamline BL-5.2 of the Synchrotron Light Research Institute 
(SLRI, Thailand) for understanding the phase transition of perovskite structure in Fe-
doped BaTiO3 (Fe- BTO) materials . The XRD results showed the mixed global 
structures of  tetragonal and hexagonal phases with increasing sintering temperature. 
Both Fe dopant and sintering temperature are seen to cause the changes of the 
crystalline phase in BaTiO3. In addition, the experimental and simulated XAS results 
represent the combination of tetragonal and hexagonal phases. It is also noted that Fe-
dopans occupy the Ti-site in BaTiO3 lattice, as confimed by both experimental and 
simulated XANES results. 
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